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Overview

This instrument uses LED to display the electromagnetic
radiation intensity in the measured environment. The handheld
design is convenient for use at home, office, outdoors, and
industrial places, such as mobile phones, computers, televisions,
refrigerators, and high-voltage wire radiation detection.

This instruction manual contains safety information and
warnings. Please read carefully and strictly follow all warnings
and precautions.

A Warning: Please read the second part about “Safe
Operation” carefully before use.

Safe operating guidelines

1) Before use, check the meter and accessories to prevent any damage or abnormality. If the
meter housing is found to be obviously damaged, do not use the meter.

2) Follow the operating instructions when testing.

3) Do not open the meter at will or change the internal wiring to avoid damaging the meter.

4) Remove the battery if not used for a long time.

5) Do not store or use in high temperature, high humidity, flammable or explosive environments.
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LED display area description

® The fifth indicator (red) detects an extremely high EMF range of 20mG.

® The fourth indicator (orange) detects a high level EMF field in the range of
10 to 20mG.

(O 2.5-10(mG) | ® The third indicator (yellow) detects an intermediate level EMF in the range
of 2.5 to 10 mG.

® The second indicator (green) detects a low level EMF, which ranges
between 1.5 and 2.5 mG.

® The first indicator (emerald green) detects a normal EMF field, which is
always present in the surrounding environment. The range is between 0 and
1.5 mG

Button functions and settings

Power on/off

Press the “ d)" key to enter the power—on self-test, all 5*LEDs light up, and wait for 2-3
seconds before entering the test state.

When you need to turn off the tester, press the I ” key and the instrument will turn off.

Technical indicators



Detection frequency: 30-20,000 HZ
Detection range: 0 to 20+ milliGauss
Accuracy: 5%

Battery: 1x 9V battery

General specifications
Dimensions: 130mmx47.5mmx24mm
Weight: about 57 grams (without battery)
Accessories: instruction manual, battery

Environmental restrictions
Altitude: 1800 meters

Operating temperature and humidity: 0~40°C/32~104°F
45%-80%RH

Storage temperature and humidity: -10~50°C/-4~140°F
45%-80%RH

Battery installation and replacement

The power source of this instrument is a 9V (6F22)

battery. Place the product panel downward, push %
the battery door in the direction of the arrow, open
the battery door, and remove the battery. Install a
new battery of the same specification and model

in the direction of the battery buckle, and after
installation, cover the battery cover.

Warranty
3-Year Warranty
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Manufacturer: Shenzhen Wanhe Innovation Technology Co., Ltd.

Address: 2nd Floor, Building D, No. 2, Tengfeng 1st Road,
Fenghuang Community, Fuyong Street, Baoan District, Shenzhen

Email: support@kaiweets.com





